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FIG. 2 



ROUTE CALL TO DESTINATION 
SWITCH VIA PUBLIC SWITCHED 
TELEPHONE NETWORK (PSTN) 
OR PACKET NETWORK 



GATEWAY OF DESTINATION SWITCH 
OBTAINS HOME PORT ADDRESS 
OF DESTINATION CPE/GATEWAY 



GATEWAY OF DESTINATION SWITCH 
CHECKS TO OBTAIN CURRENT PORT 
ADDRESS OF DESTINATION 
CPE /GATEWAY 



ESTABLISH SET-UP DIALOGUE 
BETWEEN GATEWAY OF DESTINATION 
SWITCH AND CPE/GATEWAY 



ROUTE CALL FROM DESTINATION 
SWITCH TO DESTINATION MAIN 

STATION VIA GATEWAY OF 
DESTINATION SWITCH. PACKET 
NETWORK. AND CPE/GATEWAY 
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FIG. 3 



MAIN STATION SIGNALS TO 
CPE /GATEWAY. THE 
IDENTITY OF HOME OR 
GUEST SWITCH 



CPE/GATEWAY AND GATEWAY 
OF HOME OR GUEST SWITCH 
HAVE DIALOGUE TO 
ESTABLISH CONNECTION 



GATEWAY OF HOME. SIGNALS 
HOME OR GUEST SWITCH 
WITH A DESTINATION 
TELEPHONE NUMBER 



HOME OR GUEST SWITCH CONTROLS 
ESTABLISHMENT OF CONNECTION 
FROM HOME OR GUEST SWITCH 
TO DESTINATION TELEPHONE 
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FIG. 4 
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ENHANCED MAIN STATION 
PREPARES TO UNPLUG 
FROM HOME PORT 
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CPE /GATEWAY SENDS 
UNPLUG MESSAGE TO 
LOCATION SERVER 



■404 



LOCATION SERVER RECORDS 
THAT MAIN STATION IS 
NOT CONNECTED 
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ENHANCED MAIN STATION 
PLUGS INTO NEW PORT 
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CPE /GATEWAY SENDS 
REGISTRATION MESSAGE TO 
LOCATION SERVER 
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LOCATION SERVER SENDS 
NEW PORT IDENTIFICATION 
TO HOME SWITCH 
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ENHANCED MAIN STATION 
SERVED AT NEW PORT 
FROM HOME SWITCH 
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